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Water Quality 
Union Hill Water Association is proud of the fine drinking water it provides.  This water 
quality report shows the source of our water, lists the results of our tests, and contains 
important information about water and health.  Union Hill Water Association will notify you 
immediately if there is any reason for concern about our water. This report is provided 
annually in conformance with a federal regulation requiring water utilities to provide this 
information.  The report is technical in nature and we have attempted to present the 
information in an understandable format. 
 
Water Sources 
The Association obtained 99.99% of its water from the Well 1/1S well field during 2008.  
The remainder was purchased from the City of Redmond during a construction project.  The 
Association produced over 230 million gallons of water in 2008.   
 
The Association adopted a wellhead protection plan in 1998.  The plan defined wellhead 
protection areas (WHPA) for the well field.  Contaminant inventory and risk assessments 
were then conducted.  The Washington Department of Health has assessed a low contaminant 
susceptibility rating to the well field.  The Association continues to monitor for new risks that 
may arise. 
 
Storage 
The Association has three existing storage sites.  The first site consists of two steel tanks with 
a total capacity of 1.4 million gallons.  The second has a concrete tank with a capacity of  2.7 
million gallons.  The third site has 2.5 million gallon concrete tank.   
 
Health Information 
To ensure that tap water is safe to drink, the United States Environmental Protection Agency 
(EPA) prescribes limits on the amount of certain contaminants in water provided by public 
water systems.  Food and Drug Administration regulations establish limits for contaminants 
in bottled water.  
 
Drinking water, including bottled water, may reasonably be expected to contain at least small 
amounts of some contaminants.  The presence of contaminants does not necessarily indicate 
that water poses a health risk.  More information about contaminants and potential health 
effects can be obtained by calling the Environmental Protection Agency’s Safe Drinking 
Water Hotline (800-426-4791). 
The sources of drinking water (both tap water and bottled water) include rivers, lakes, 
streams, ponds, reservoirs, springs and wells.  As water travels over the surface of the land or 



through the ground, it dissolves naturally occurring minerals and radioactive material, and 
can pick up substances resulting from the presence of animals or from human activity.  
Contaminants that may be present in the source water include: 
  
• Microbial contaminants (coliforms), such as viruses and bacteria which may come from 

sewage treatment plants, septic systems, agricultural livestock operations, and wildlife. 
• Inorganic contaminants, such as salts and metals, which can be naturally occurring or 

result from urban storm runoff, industrial or domestic wastewater discharges, oil and gas 
production, mining or farming. 

• Pesticides and herbicides, which may come from a variety of sources such as agriculture, 
stormwater runoff, and residential uses. 

• Organic chemical contaminants, including synthetic and volatile organics which are by 
products of industrial processes and petroleum production, and can also come from gas 
stations, urban stormwater runoff and septic systems. 

• Radioactive contaminants which can be naturally occurring or be the result of oil and gas 
production and mining activities. 

 
In order to ensure that tap water is safe to drink,  EPA prescribes regulations which limit the 
amount of certain contaminants in water provided by public water systems.  The FDA 
regulations establish limits for contaminants in bottled water which must provide the same 
protection for public health. 
 
Some people may be more vulnerable to contaminants in drinking water than is the general 
population.  Immuno-compromised persons such as persons with cancer undergoing 
chemotherapy, persons who have undergone organ transplants, people with HIV/AIDS or 
other immune system disorders, some elderly, and infants can be particularly at risk from 
infections.  These people should seek advice about drinking water from their health care 
providers.  EPA/Centers for Disease Control guidelines on appropriate means to lessen the 
risk of infection by Cryptosporidium are available from the Safe Drinking Water Hotline 
(800-426-4791). 
 
Water Quality Tables 
The following tables present the results of our 2007 water quality monitoring.  Where tests 
are required less than annually, the most recent results for the monitoring period are 
presented.  The state requires us to monitor for certain contaminants less than once per year 
because the concentrations are not expected to vary significantly from year to year. 
The first table shows results of testing of the well field.  The second table shows distribution 
system testing.  In addition to the items included in the following tables, the Association’s 
water has high levels of manganese.   Manganese is a chemical that has a “secondary” 
maximum contaminant level (MCL). Secondary MCLs are based on aesthetic and cosmetic 
effects, not health effects.  High levels of manganese can stain clothes and fixtures.  For more 
information about this report, contact Laura Keough at 425-497-1812. 
 
 
 



 

Water Testing Results (Source Testing) 
Detected 

Regulated 
Substance 

 
Detection 

(mg/l) 

 
 

MCL 

 
 

MCLG 

 
In 

Compliance? 

Major Sources in 
Drinking 

Water/Comments
Inorganic and Physical: 
• Complete Inorganic and Physical Tests – 04/07 
• Nitrates and Nitrites – 04/08 
 
Arsenic .004 .010 N/A Yes Erosion of natural 

deposits; Runoff 
from orchards; 
Runoff from glass 
and electronics 
production wastes.  
See below 
discussion. 

Nitrates & Nitrites – No Nitrates or Nitrites were detected. 
Other than nitrates and nitrites, the Association is required by the State Department of Health to test 
for inorganic substances once every three years.  Nitrates and nitrites must be tested for each year.  
Asbestos – 4/03 
No asbestos was detected.  The State Department of Health has granted a waiver for asbestos testing 
through 2010. 
Radionuclides – 07/06 and 03/07 
No radionuclides were detected.   
Synthetic Organic Contaminants (SOC’s) 7/05 and 10/05 and Volatile Organic Contaminants 
(VOC’s) 07/06 and 04/07 
None were detected. 
 
No SOC’s have ever been detected in the Association’s water supply.  The State Department of 
Health waived SOC sampling requirements through 2007.  The Association is now required to take 
two samples very three years. 
 
No VOC’s have ever been detected in the Association’s water supply.  The State Department of 
Health reduced VOC sampling requirements to one test per three-year compliance period.   
 

 
 
 
 
 
 
 
 
 



 

 

Other Water Testing Results 
Coliforms – tested monthly throughout distribution system 

Regulated 
Substance 

Amount 
Detected 

 
MCL 

 
MCLG 

 
In Compliance? 

Total 
Coliform 
Bacteria 

 
 
0 

 
 
1 

 
 
0 

Yes – Purveyors are required to collect 
coliform samples from representative points 
throughout the distribution system at least 
once a month.  The number of necessary 
sample is based on population served and the 
Association is required to collect six samples 
per month.  No coliforms were detected 
during the Association’s routine sampling in 
2006. 

Lead and Copper – 09/07 – 24 Samples taken 
 
 
 

Regulated 
Substance 

 
 
 

90th 
Percentile 

 
 
 
 

MCL 

 
 
 
 

MCLG 

# of 
Homes 

Exceeding
Action 
Level 

 
 
 

Range of 
Results 

 
 
 
 

In Compliance? 
Lead .005 mg/l AL=.015 

mg/l 
0 1 ND – .011 

mg/l 
Yes 

Copper  .26 mg/l AL=1.3 
mg/l 

1.3 mg/l 0 ND - .290 
mg/l 

Yes 

The State Department of Health has reduced sampling frequencies to one set of 20 samples every 
three-year compliance period. 

 
Footnotes to Tables: 
 
MCLG or Maximum Contaminant Level Goal:  The level of a contaminant in drinking water below which there is 
no known or expected risk to health.  MCLGs allow for a margin of safety. 
 
MCL or Maximum Contaminant Level:  The highest level of a contaminant that is allowed in drinking water.  The 
MCLs are set as close to the MCLGs as feasible using the best available treatment technology. 
    
  AL - Action Level       
  ND – None detected  
  N/A – Not applicable  
  ppb – parts per billion or micrograms per liter 
ppm -  parts per million, or milligrams per liter (mg/l)  

90th Percentile - The lead action level is exceeded if the concentration of lead in more than 10% of tap water samples 
collected is greater than .015 mg/L (i.e., the 90th percentile level lead level is greater than .015 mg/L).  The copper 
action level is exceeded if the concentration of copper in more than 10% of tap water samples collected during any 
monitoring period conducted is greater than 1.3 mg/L (i.,e. the 90th percentile level copper  
level is greater than 1.3 mg/L).   



Inspecting Your Septic System 
(article reprinted with authorization from King County.  Please visit 
http://www.kingcounty.gov/healthservices/health/ehs/wastewater/owners for more 
information) 

Protect your inve$tment - It's the law! 

"Routine maintenance keeps your septic system and surrounding environment healthy!" 

How will inspecting my septic system benefit me? 

• Protects your underground investment against a premature failure  
• Saves money: replacing a failed septic system can cost up to $15,000  
• Protects your family, environment and community from sewage spills  
• Provides assurance: routine maintenance of your septic system is essential, just like 

taking care of a car or bike  

Routine maintenance can lengthen the life of your septic system. Contact a certified On-site 
System Maintainer to inspect and monitor your system on a regular basis. A certified OSM 
has two or more years of experience, has completed a monitoring and maintenance class and 
has passed an exam given by Public Health – Seattle & King County. 

When should I call an On-site System Maintainer?   

The frequency of inspections depends on the type of your septic system. All inspections, 
except when done for gravity systems, require a "Monitoring Report" to be filed by your 
OSM with Public Health - Seattle & King County. 

Gravity systems: 

It is the owner's responsibility to inspect their systems either themselves or by a certified 
Pumper or On-site System Maintainer 

• Annually with a garbage disposal  
• Every three years without a garbage disposal  

Pressure Distribution systems: 

• Annually with a garbage disposal  
• Every three years without a garbage disposal  
• If your system includes an Aerobic Treatment Unit (ATU), the ATU is also inspected 

with the following schedule:  

http://www.kingcounty.gov/healthservices/health/ehs/wastewater/owners
http://www.kingcounty.gov/healthservices/health/ehs/wastewater/owners/%7E/media/health/publichealth/documents/wastewater/oss_maintainer_list.ashx
http://www.kingcounty.gov/healthservices/health/ehs/wastewater/owners/%7E/media/health/publichealth/documents/wastewater/oss_maintainer_list.ashx
http://www.kingcounty.gov/healthservices/health/ehs/wastewater/owners/%7E/media/health/publichealth/documents/wastewater/oss_pumper_list.ashx
http://www.kingcounty.gov/healthservices/health/ehs/wastewater/owners/%7E/media/health/publichealth/documents/wastewater/oss_maintainer_list.ashx


• Every 3 months – basic inspection  
• Annually – full inspection  

Mound, Sand Filter, Upflow Sand Filter or Sand Filter to Mound systems: 

 Every 6 months (Glendon BioFilter only)  
 Annually  
 If your system includes an Aerobic Treatment Unit (ATU), the ATU is also inspected 

with the following schedule:  
• Every 3 months – basic inspection  
• Annually – full inspection  

What Happens During an Inspection? 

The On-site System Maintainer (OSM) will inspect three sections of your septic system: the 
primary treatment unit, septic and pump tank and the reserve area. Read Section IV of your 
Monitoring Report for comments and recommendations made by your OSM. 

Sample Monitoring Reports your OSM will use: 

 Gravity or Pump to Gravity  
 Pressure Distribution, Sand Filter, Mound  
 Glendon BioFilter  
 Aerobic Treatment Unit (ATU)  

You are not required to be present during the visit, although it is recommended by Public 
Health. The OSM will give you a copy of the Monitoring Report and submit a copy to Public 
Health. 

If an uncertified OSM inspects your system, the Monitoring Report will be invalid. A 
certified OSM must be contacted to inspect your system. 

What should I do with my copy of the Monitoring Report? 

 Keep it in your personal septic system file as part of the system's history. The file should be 
given to future owners. 

 

 

 

 



 
Application for 2009 Senior Low Income Discount  
The Association offers a Senior Low Income Discount Program, which provides reduced 
sewer and water rates for customers meeting the income guidelines for the Seattle/King 
County area published by the Department of Housing and Urban Development (HUD).  If 
you are at least 62 years of age and your total 2008 combined income was less than amounts 
shown below, you may qualify for the reduced rates. 
  
    Total Household 
      Income Not to 
         Size of Family        Exceed 

 
1  $      29,500  
2  $      33,700  
3  $      37,950  
4  $      42,150  

 
 
 
 
 
 

 
Applications will be received during the month of May and the discount period begins June 
1st.  Applications received after June 1st will be effective with the next billing period 
following receipt of the application. 
 
Forms are available at the Association office or you may download the application from our 
web page at www.uhwa.org and click on forms.  Forms must be returned along with a copy 
of your 2008 tax return and a copy of photo identification. 
 
If you have any questions, please contact the Association office at 425-497-1812.  
 
 
 

Backflow Device Testing 
Customers are reminded that their annual backflow device testing reports are due in the 
District’s office by June 1st. 
 
 
Water conservation  
With summer fast approaching, the Association’s water usage will rise dramatically.  We will 
pump more water in the summer months than the other eight months of the year.  Increased 
water usage is mainly due to customers watering their lawns and plants.  Customers are 
reminded of our conservation oriented rate structure, which has escalating rates for higher 
usage.   Here are a few tips on watering wisely  
 

http://www.uhwa.org/


 
Outdoor: 
• Do not water during the sun’s hottest hours -roughly 10:00 AM to 6:00 PM.  Three quarters 

of your water is lost to evaporation.  It can also harm plants. 
• If you have an automated sprinkler system, make sure the controller is properly set to 

achieve minimum watering levels. 
• Make sure your sprinkler system is in good repair.  Fix leaks and adjust sprinkler heads to 

eliminate any over-spray on paved areas or buildings. 
• Mix compost into the soil when planting.  Good soil absorbs water easily, drains well and 

retains moisture.  
• Do not water when windy.  
• Use a mulching lawn mower.  Leave clippings on the lawn.   
• Mulch root areas to help retain moisture around plantings. 

 
Indoor:  
• Run dishwasher only when full. 
• Check laundry water level.  Don’t use full water level for half loads.  
• Do not leave water running when brushing teeth and shaving. .  If the water is running, 

roughly five gallons per minute is wasted.  Two minutes brushing teeth and three minutes 
shaving is 25 gallons down the drain. 

• Check toilets for leaks.   
• Install water-saving shower heads. 
• Keep a pitcher of water in the refrigerator. 
• Check faucets for leaks 
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